
SOLDERING/DESOLDERING/SMD REWORK 

 
 AUTOTEK 936/937/942 RohS    Temp. Controlled soldering station 

                                   

                                         

Specifications 

Model Autotek 936       Autotek937              

Autotek942 

Temp. Range               200-480degc                        200-450 

degc 

Working Voltage                      230V/50Hz single phase AC 

PowerConsumption                  60watt                                   80watt 

Heater                                Ceramic Heater(24Volts) 
Tip to ground resistance                            Under 2 ohms 
Tip to ground Voltage                            Under 2 Mv 

Temp Lock Mode Manual                            with card 

ESD Safe Design                                    Yes 

Auto sleep mode                 NO                                                Yes 

 

Lead Free Soldering   Stations 
 

 



Specifications:  

Product name: Intelligent lead-free soldering station  

Brand: SMTechnology  

Model:X1- X5  

Power consumption:  X1 80watt   , X2  100watt,  X3 130Watt  X5 160W 

Temperature stable: ±1ᴈ  ( No Load) 

Output voltage: 24V  

Resistance between tips: Below 2ɋ  

The potential between tips: Below 2mV  

Package dimension: 35*27*17.5CM  

G.W:3.5 KGS  to  5.5KGS 

  

 

Temp Controlled Soldering Stations 
 

s  

 

Model -SMT Q1 with WSD 80 Iron 
Specifications:  
 

* Product name: Q1 intelligent soldering station  
* Model No. : Q1  



* Brand: SMTechnology  
* Power consumption: 80W  
* Temperature control range:150~450°C  
* Temperature stable: ±1°C  
* Output voltage: 24V  
* Resistance between tips: Below 2ɋ  
* The potential between tips: Below 2mV  
* Pacakge dimension: 35*27*17.5CM  
* G.W: 3.2KGS 
 

 

Soldering Stations Model KS-951 Lead free soldering 

Station from  Kingsom 
 

 
 

KS - 951 Soldering Stat ion  

Model Name  KS - 951  

Part Number  FX951 -66  

Power Consumption  75W 120V  

Temperature Range  200° -  450°C (400° -  840°F)  

Temperature Stability  ±5°C (±9°F)  

Temperature Accuracy  ±15°C (±27°F)  

 

Station  

Output Voltage  24V  

Outer Dimensions  
80(W) x 130(H ) x 131(D) mm  

(3.1 x 5.1 x 5.1 in.)  

Weight  1.2 kg (2.6 lb.)  



 

Soldering Iron (FM - 2027)  

Power Consumption  70W (24V)  

Tip - to - Ground 

Resistance  
< 2 ohms  

Tip - to - Ground Potential  < 2mV  

Total Length (w/o cord)  188 mm (7.4 in.) with 2.4D tip  

Weight      (w/o cord)  
30g (0.067 lb./1.07 oz.) with 2.4D 

tip  

Cord Length  1.2m (47 in.)  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

IroIron design changed from as shown in the Picture. 

 



 
T-12 series Tips 

Hot Air Rework Stations 

 
Various models of SMD Rework Station-- KS853BFR-801 
 



     

 
Hot air Rework stations Various Models 

Specifications- 
Working Volateg-230V/50Hz 

Temp Range-100-500 ° C 

Air flow -  5-23 lit /min 

DESOLDERING STATION FOR PTH   

 
 

SPECIFICATIONS -Model KS201B  

* ESD Safe by design, It prevents PCBs from being damaged by static electricity and 

leak current. 



* Powerful built-in Vacuum Pump import from Japan. 

* Sensor close-loop temperature control for heating system, Precise temperature. 

* Heater which is 36V powered is fully isolated from mains. Safe and reliable. 

* Temperature calibrates digitally; Digital display. 

* Easy to calibration temperature by digitally. 

* Long life time for heater. 

* Suitable for lead free soldering. 

Specifications -Model KINGSOM KS-201B 

 

Pump Power 12V/2A 
Heating Power 90W 
Temperature 200-450 
Pump Diaphragm 
Vacuum Pressure 600 mmHg 
Tip to Ground Resistance < 2ɋ 
Tip to Ground Potential < 2mV 
Auto Sleeping Yes 
Replacement Nozzle A1004 : ID 0.8/ OD 2.3, A1005 : ID 1.0/ OD 2.5, A1006 : ID 
1.3 /OD 3.0 
Dimension / Weight 105(L) x 250(W) x 165(H) mm / 4kg 

 

 

 

 

 

 

 

Various Nozzles( Optional 

 



 
ESD MATERIALS TSTERSS AND CLEANROOM 

CONSUMABLES 

 
ESD Cleanroom Consumables 



   
 

WRSIT BAND          APRONS               ESD BRUSHES 

          
 

EESD TWEEZERS                        ESD PU DOTTED /COATED 

 
ANTISTATIC 2LAYER/3LAYER MAT  

 
STICKY MAT  

 

EESD TESTERS 

 



                             
 

Surface Resistivity Meter     Wrist Strap Monitor 

 

                             
 

     COMBO-TESTER 

SOLDERING THERMOMETER  

                            
 

FG-100 

TAPE  CUTTING  MACHINES---- 

 



                           

 

ELECTRIC SCREWDRIVES 

 

        
 

TTKS1500/2500           Brushless DC Screwdriver            Conos 

Screwdrivers 
 

                                               
                                 CL-4000 with power supply CLT 50 
 

ES 

 

 


